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P-9982F 

Zone Display and 

Control Panel 

S24679 

Description 

P-9982F zone display and control panel is expansion LED indication unit and control buttons for GST-IFP4M control panel. 

There are 20 buttons each with 2 LEDs colored in Red & Yellow. Every LED(s) and every button(s) can be programmed 

freely to display status or control device either individually or grouped. Maximum 32 panels can be linked together (Max.8 

units on GST-IFP4M panel).  

Each ZDCP has 3 ports for connecting to main board and other ZDCPs. The connection can be peer-to-peer or any type of 

branching. 

A transparent baffle is provided for each column LEDs, to hold the printed label to the side slot. 

 

 Compatible Panel: GST-IFP4M panel 

 Operation Voltage: 5VDC 

 Operation Current: 20mA 

 Code range: 1-32 (code sets 0-31) 

 WEEE & RoHS compliant 

 Environment Temperature: 0°C - 49°C 

 RH Range: ≤93%, non condensing 

Technical Specification Order Information  

Part No. P-9982F 

Device Name Zone Display and Control Panel 

Order Code 3652723 

Compatible 

Panel 
GST-IFP4M 

Compatible 

Devices 

P-9981 Zone Display Panel 

P-9981F Zone Display Panel 

P-9982 Zone Display and Control Panel 

 


